AAC . :
TS HD 626 S1 AT G

T
TAM ALUMINYUM iLETKENLER
All aluminium conductor
TS EN 50182
TS IEC 61089

KULLANIM YERLERI / APPLICATION

Birden gok aliminyum telin birbiri Uzerine bikilmesi ile Uretilir. Bitin teller ayni gaptadir. Cogunluklar 7, 19, 37 ve 61 telden
olusur. izole kablolarda kullanilan sikistrnimis AAC iletkenlerde tel adetleri farkliik arz edebilir.

Composed of several wires stranded over each layer. All wires are the same diameter. Most common AAC
conductors are composed of 7, 19, 37 and 61 wires. AAC conductors that are used for insulated cables as
compacted will be composed of various number of wires.

TEKNiK OZELLIKLERi/ SPECIFICATIONS

7 tel
7 wires 19 tel
19 wires 37 tel
37 wires 61 tel
61 wires

Kanada standardi Kompozisyon
Anma kesiti Canadian standard Composition :1'|er'ek:<l:1| Net A::: ;:::;r:u
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16 16-AL1 15,89 7 1.7 2,84 1,802 110
25 24-AL1 24,25 7 2,1 4,17 1,181 145
85 34-AL1 34,46 7 2,5 574 0,833 180
50 49-AL1 49,48 7 3 7,95 0,579 135 225
50 48-AL1 48,36 19 1.8 8.44 0,575 133 225
70 66-AL1 65,82 19 2,1 10,5 11,25 0,437 181 270
95 93-AL1 93,27 19 2,5 12,5 15,65 0,309 256 340
120 117-AL1 117 19 2,8 14 18,75 0,246 322 390
150 147-AL1 147,1 37 2,25 15,7 25,25 0,196 406 455
185 182-AL1 181.6 37 2,5 17.5 30,45 0,159 501 520
240 243-AL1 242,5 61 2,25 20,2 SZSS) 0,119 670 625
300 299-AL1 299.,4 61 2,5 22,5 47,55 0.097 827 710
400 400-AL1 400,1 61 2,89 26 60,7 0,072 1105 855
500 600-AL1 499,8 61 3,23 29,1 74,5 0,058 1381 990
625 626-Al1 626,3 91 2,96 32,6 95 0,046 1733 1.14
800 802-AL1 802,1 91 3.35 36,8 118,2 0,036 2219 1,34
1000 1000-AL1T 9997 91 3.74 41,1 145,5 0,029 2766 1,54
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